
SIBITWELD MMA 500 ARC WEDLING MACHINE
KEY FEATURES

Advanced IGBT Module Technology, increased duty cycle, more reliable under hot, humid,

dusty working environments

Intelligent Protection, over loading or over heating

Arc Force Adjustable, ensures easy arc striking

VRD: fostering safe welding and longer machine life

Digital Meter,  to preset and display welding current

Stable & Reliable performance, makes welding enjoyable

Remote Control (optional), enables us to weld just about anywhere

Auto compensate voltage uctuation, takes wider voltage inputs

Arc gouge, uses up to 10mm (25/64 in) diameter carbon electrode 

TECH SPECS 

ACCESSORIES 
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Input Voltage: 3 ph - AC 380 +/- 10% 
Input Power (KVA): 24.77 KVA 
Max Output Current (A): 500 A
VRD (V) : 24 V
Duty Cycle @ 40°C: 500A@60% 
No Load Voltage (V): 76 V 
Hot Start: YES 
Protection & Insulation: IP 21 & F
Dimensions (mm): 470 x 240 x 400
Weight (kg): 17.5 kg

50 mm2 Pure Copper Cable
Cable Length Customizable UP TP 100 M
Optional: Remote Control ( Cable Length
up to 50 M)
Optional: 5m 50 mm2 Pure Copper Cable
Arc Gouging Torch

EARTH CLAMP ROD HOLDER

REMOTE CONTROL GOUGING TORCH


